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1. INTRODUCTION

Dear Rocky Mountain Radar Owner,

Congratulations on your purchase of one of the world's most sophisticated
remote radar and laser detector. The Rocky Mountain Radar's remote is

a completely integrated radar and laser detector which responds not only
to all the radar guns in use today, but also to the other latest developm ent
in speed monitoring devices - the laser guns.

The RMR-8RD provides distinct visual and voice alerts to warn you of
the presence of X, K, and all kinds of Ka Band radar guns in the front and

rear of you. This remote also provides the benefit of undetectability by
alerting you to the presence of VG-2(The radar detector detector).

[t also incorporates a new safety feature Safety Alert(SA) and Safety

Warning System (SWS). This safety feature warns you of the presence of
potential road hazards by detecting signals from safety radar transmitting
devices.

r Note:
Important: The RMR-8RD is not designed to help you disobey the law.
A defensive driver always obeys the posted speed limit and legal
driving methods.

Federal and Local Regulations

The FCC passed the Communications Act in 1934 to give all citizens the
right to receive all types of radio transmissions. The sameradio
frequencies used by police radar are also used by other devices, such as
autom atic door openers, burglar alarms, and some am ateur radio
equipment. Since this remote 1s just a radio receiver tuned to a specific
portion of the public radio spectrum, it 1s protected under this act.

Some local, state, and federal regulations may prohibit the use of this
detection device. Please check with authorities regarding the use of this
device before operating it.




2. COMPONENTS

Your RMR-8RD remote package consists the following components;

® (1) Display Box

® (1) Front Antenna for radar and laser detection

® (1) Rear Antenna for laser detection

® (2) Mounting Bracket

® (2) Dual Liock Tape for front and rear antennas

® (1) Velcro Tape for display box

® (1) Special Screw for installation of the bracket with antenna
® (10) Washer Screw for mounting the brackets on the car
® (10) Cable Tie

® (1) Coiled 12V DC Power cord

® (1) Manual

3. INSTALLATION

A. Front Antenna: It is very important that the front antenna 1s mounted

properly.

* Determine the best location for the front antenna. The optimal location
for mounting the front antenna depends on the vehicle's type. In most
vehicles the best mounting location is directly behind the grill; however
other locations which provide concealment and/or protection of the
antenna may be acceptable.

*Using the supplied mounting brackets, mark location. Drill pilot holes
in the vehicle if necessary.

it the mounting brackets using the washer screws.
*Make sure that the lens of the front antenna faces to the driving direction.

*¥You can use the included Dual Lock tape to attach the mounting brackets.
Thoroughly clean any surface before the tapeis applied.

Note:
* PO NOT drill holes in the front antenna itself.

*Thoroughly investigate location before drilling any holes.




Keep all cables away from moving parts and hot surfaces ( hadiator,
hoses, engine, etc.).

*Make certain that the antenna is level and has a "clear view" of the road.

B, Rear Antenna: The rear antenna detects the laser signals received from
therear.

*Determine the best location for the rear antenna. For optimum
perform ance, install the rear antenna on either side of the rear license
plate, above third brake light on rear deck.

*Using the supplied mounting bracket, mark location. Drill pilot holes in
the vehicle if necessary.

it the mounting brackets using the screws provided.

C, Display Box

*Determine the best location for the display box in the vehicle's interior
*Install display boxusing the supplied Velcro tape.

* Route cable and plug into jack.

*The cable from the front antenna plugs into front jack; rear antenna plug
goesintorear jack.

Note: Make certain that the display boxis clearly visible from the driver's

position and that the controls can be easily accessed without interfering
with normal driving.
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